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§ 80.1159 Narrow-band direct-printing
(NB–DP).

NB–DP is a form of telegraphy for
the transmission and receipt of direct
printing public correspondence. Ships
must use NB–DP techniques only with
authorized public coast stations.

§ 80.1161 Emergency position indicat-
ing radiobeacon (EPIRB).

EPIRB transmissions must be used
only under emergency conditions. The
various classes of EPIRB’s are de-
scribed in subpart V of this part.

VOLUNTARY TELEPHONY

§ 80.1165 Assignment and use of fre-
quencies.

Frequencies for general radio-
telephone purposes are available to
ships in three radio frequency bands.
Use of specific frequencies must meet
the Commission’s rules concerning the
scope of service and the class of station
with which communications are in-
tended. The three frequency bands are:

(a) 156–158 MHz (VHF/FM Radio-
telephone). Certain frequencies within
this band are public correspondence
frequencies and they must be used as
working channels when communicating
with public coast stations. Other work-
ing frequencies within the band are
categorized by type of communications
for which use is authorized when com-
municating with a private coast sta-
tion or between ships. Subpart H of
this part lists the frequencies and
types of communications for which
they are available.

(b) 1600–4000 kHz (SSB Radiotelephone).
Specific frequencies within this band
are authorized for single sideband
(SSB) communications with public and
private coast stations or between ships.
The specific frequencies are listed in
subpart H of this part.

(c) 4000–23000 kHz (SSB Radio-
telephone). Specific frequencies within
this band are authorized for SSB com-
munications with public and private
coast stations. The specific frequencies
are listed in subpart H of this part.

§ 80.1169 [Reserved]

§ 80.1171 Assignment and use of fre-
quencies.

(a) The frequencies assignable to
AMTS stations are listed in § 80.385(a).
These frequencies are assignable to
ship and coast stations for voice, fac-
simile and radioteletypewriter commu-
nications.

(b) [Reserved]

ON-BOARD COMMUNICATIONS

§ 80.1175 Scope of communications of
on-board stations.

(a) On-board stations communicate:
(1) With other units of the same sta-

tion for operational communications
on the ship.

(2) With on-board stations of another
ship or shore facility to aid in oil pollu-
tion prevention during the transfer of
250 or more barrels of oil.

(3) With other units of the same sta-
tion in the immediate vicinity of the
ship for operational communications
related to docking, life boat and emer-
gency drills or in the maneuvering of
cargo barges and lighters.

(b) An on-board station may commu-
nicate with a station in the Business
Radio Service operating on the same
frequency when the vessel on which the
on-board station is installed is along-
side the dock or cargo handling facil-
ity.

§ 80.1177 Assignment and use of fre-
quencies.

On-board frequencies are assignable
only to ship stations. When an on-
board repeater is used, paired fre-
quencies must be used. On-board re-
peater frequencies must be used for sin-
gle frequency simplex operations. On-
board frequencies are listed in subpart
H.

§ 80.1179 On-board repeater limita-
tions.

When an on-board repeater is used,
the following limitations must be met:

(a) The on-board repeater antenna
must be located no higher than 3 me-
ters (10 feet) above the vessel’s highest
working deck.
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